
 
 

Observation of strong coupling through 
transmission modification of a cavity-coupled 

photonic crystal waveguide 

R. Bose,1,2,3 D. Sridharan,1,2,3 G. S. Solomon,2,3 and E. Waks1,2,3 
1Department of Electrical Engineering and Institute for Research in Electronics and Applied Physics, University of 

Maryland, College Park, Maryland 20742, USA 
2Joint Quantum Institute, University of Maryland, College Park, Maryland 20742, USA 

3National Institute of Standards and Technology, Gaithersburg, Maryland, USA 

Abstract: We investigate strong coupling between a single quantum dot 
(QD) and photonic crystal cavity through transmission modification of an 
evanescently coupled waveguide. Strong coupling is observed through 
modification of both the cavity scattering spectrum and waveguide 
transmission. We achieve an overall Q of 5800 and an exciton-photon 
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1. Introduction 

Semiconductor quantum dots (QDs) coupled to photonic crystal structures provide a 
promising physical platform for studying strong atom-light interactions. Photonic crystal 
cavities exhibit both high quality factors (Q) and small mode volumes [1–5] enabling the 
study of cavity quantum electrodynamics in the strong coupling regime [6–11]. Strong 
coupling has important applications in the areas of nonlinear optics [8,12], quantum 
information processing [13,14], and spectroscopy [15]. 

Another advantage of photonic crystal structures is that they provide a method to integrate 
a large number of optical components in a compact device. Such devices can be used to 
implement complex photonic circuits where individual components communicate over optical 
channels. These channels can be realized using line-defect waveguides [16,17] that can 
transport light with low optical losses [17,18] as well as slow group velocities creating strong 
interaction with other optical components over short distances [17,19]. By combining 
waveguides with optical cavities that are strongly coupled to quantum dots it becomes 
possible to create quantum interactions between the spatially separated QDs using light as a 
quantum interface [20–23], which forms the basis for universal quantum computation and 
quantum networking [24,25]. 

In order to take full advantage of the ability of photonic crystals to create integration we 
need to develop device structures where the cavity can be driven and can also emit into an 
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integrated waveguide. Such devices have been routinely fabricated in passive silicon 
structures that do not contain QDs and used to probe the cavity properties [16,26]. To 
incorporate quantum dots, however, it is necessary to work in gallium arsenide (GaAs) 
material systems which suffer from higher losses and lower cavity Q, particularly in the near 
infrared wavelengths. The introduction of the waveguide causes a critical reduction in the 
resonator Q due to the new channel for optical losses, making it difficult to achieve the strong 
coupling regime. For this reason previous investigations of coupled cavity-QD systems 
through planar waveguide transmission have been performed in the weak coupling regime 
[27]. 

In this work, we study strong coupling between an indium arsenide (InAs) QD and a 
photonic crystal cavity using a planar waveguide transmission measurement rather than 
photoluminescence. We design and fabricate a photonic crystal structure composed of a cavity 
evanescently coupled to a row defect waveguide, with a single QD resonantly coupled to the 
cavity mode. The cavity has a sufficiently high cavity Q to achieve strong coupling, while also 
maintaining sufficiently strong coupling to the waveguide to achieve a 24% transmission 
contrast. Strong coupling is observed by driving the cavity-QD system near resonance through 
the waveguide and measuring the waveguide transmission and cavity scattering spectrum. 
This approach provides a simple way to separate the pump and cavity signal in order to 
coherently measure the strongly coupled system. The results represent an important step 
towards development of integrated planar device structures where waveguides are used to 
create an optical interface between spatially separated QDs. 

2. Device Design 

The device structure used in this work is shown schematically in Fig. 1a. The device is 
comprised of a photonic crystal cavity evanescently coupled to a row defect waveguide. The 
cavity design is a three-hole linear defect (L3) cavity with three-hole tuning [16]. As shown in 
Fig. 1a, the holes A, B, and C adjacent to the cavity are shifted by 0.176a, 0.024a and 0.176a 
respectively, where a is the lattice constant, in order to improve the overall Q. The lattice 
parameter a is set to be 240 nm, the diameter of the air holes is set to 140 nm, and the 
photonic crystal slab thickness is set to be 160 nm. The line defect waveguide is formed by 
removing a row of holes below the cavity. 

The dispersion diagram for the transverse electric (TE) modes of the bare photonic crystal 
waveguide (no cavity) is shown in Fig. 1b. Modes are plotted as a function of the in-plane 
crystal momentum kx (in units of a/π) and mode frequency (in units of a/λ), while the solid red 
line represents the light line of the slab waveguide. The waveguide dispersion was calculated 
using finite difference time domain (FDTD) simulations (Lumerical FDTD). The band 
structure exhibits a TE bandgap between ω = 0.232 and 0.287. Below the light line, the even 
waveguide mode has a passband in the frequency range of ω[0.241, 0.262]. At the edge of 
the Brillioun zone, the waveguide exhibits a slow group velocity region at a frequency of ω = 
0.241. In order to couple the cavity strongly to the waveguide mode, it is important that the 
cavity resonance overlaps with the slow group velocity region of the waveguide, where the 
enhanced waveguide density of states can significantly increase the coupling between the two 
systems [19]. To achieve this condition, the size of the holes above and below the row defect 
is reduced by 4% relative to the other holes in the photonic crystal. Reducing these hole sizes 
serves to pull the band edge of the waveguide to lower energies so that it better overlaps with 
the cavity resonance. Using this device design we calculate the properties of the cavity by 
placing a point source dipole emitter with a broad spectral response at the high electrical field 
region of the cavity mode. From this calculation we determine the theoretical cavity Q to be 
10,000, and the cavity resonance frequency to be 0.245. Figure 1c shows the calculated Hz 
mode profile of the cavity, which exhibits a clear coupling to the waveguide mode. 
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Fig. 1. (a) Schematic of simulated structure. (b) Simulated photonic band structure for photonic 
crystal waveguide with waveguide-edge holes reduced by 4%. The light line is shown by solid 
red line. (c) Field profile (H)z of computed cavity-field mode, shown over the simulation region 
in (a). (d) Simulated transmission spectrum (solid blue line), along with the spectral response of 
the fundamental cavity mode (dashed red line) computed using a broadband source inside the 
cavity. 

Figure 1d shows the calculated transmission of the waveguide (solid blue line) in the 
device structure shown in Fig. 1a as a function of optical frequency in units of a/λ. The 
waveguide transmission is calculated by placing a broadband point source at the mid-plane of 
the photonic crystal slab at one end of the waveguide and calculating the transmitted power at 
the other end. The transmission of the waveguide exhibits a broad pass band that cuts off 
sharply at a normalized frequency of 0.241, as expected from the waveguide dispersion 
diagram. The sharp cutoff denotes the waveguide stop band. An anti-resonance in the 
transmission spectrum is observed at the cavity frequency of 0.245 with a corresponding 29% 
reduction in transmission. The anti-resonance is due to both reflection and out-of-plane 
scattering from the cavity mode. In addition to the waveguide transmission, we also plot the 
calculated cavity spectral response when excited by a broadband point dipole source (red 
dashed line). These spectra show that the cavity spectrum is in agreement with the anti-
resonance of the waveguide transmission, and also overlaps the slow group velocity regime of 
the waveguide mode. 

3. Fabrication 

The initial wafer for the device fabrication, grown by molecular-beam epitaxy, was composed 
of a 160-nm GaAs membrane with an InAs QD layer grown at the center (with QD density of 
approximately 10 µm2), on a 1-µm thick sacrificial layer of aluminum gallium arsenide 
(Al0.78Ga0.22As). Photonic crystals were defined on the GaAs membrane using electron-beam 
lithography, followed by chlorine-based inductively coupled plasma dry etching. Selective 
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wet etching was then used to remove the sacrificial AlGaAs layer, resulting in a free-standing 
GaAs membrane. Figure 2a shows a scanning electron micrograph (SEM) of a fabricated 
device, where the design parameters are identical to those simulated in Section 2. The total 
device length was set to 80a, which is sufficiently long to optically isolate the cavity from the 
input and output facets of the device. In order to inject and collect light from the waveguide in 
the out-of-plane direction, we employ grating couplers at the two ends of the waveguide, as 
originally proposed and demonstrated by Faraon et. al [27]. These couplers have been shown 
to couple as much as 50% of the light in the out-of-plane direction. A close-up of the cavity 
interaction region and grating coupler are shown in panels b and c respectively. 

 

Fig. 2a. (a) Scanning electron micrograph showing a typical fabricated device. (b) Closeup of 
the cavity-waveguide region, showing the design adjustments for optimal performance. (c) 
Closeup of the input grating coupler. Scale bars in (b) & (c) correspond to 1 μm. (d) Low 
power (5 μW) above-band excitation of the cavity. 

4. Experimental Setup and Device Characterization 

The sample was mounted in a liquid helium cryostat with temperature varying between 15 K 
and 35 K. Three light sources were used in the experiments. A Ti:Sapphire laser operating in 
continuous wave mode was used for above-band out-of-plane excitation in order to measure 
the photoluminescence properties of the device. A broadband light emitting diode operating 
between 900 and 1000 nm was used to investigate the transmission and scattering spectrum of 
the device in the weak field limit by exciting through the input grating and observing radiation 
at the cavity or at the outcoupler at low incident photon flux. Finally, a tunable external cavity 
diode laser (New Focus Velocity) enabled us to probe the system with high power 
narrowband field for power-dependent near-resonant excitation experiments. A polarization 
setup consisting of a half waveplate and polarizing beamsplitter was used to match the 
excitation source with the polarization of the waveguide mode. Emission was collected by a 
confocal microscope setup using a 0.7 NA objective lens, followed by spatial filtering to 
isolate the scatter from either the cavity or output coupler. The collected emission was then 
measured by a grating spectrometer with a wavelength resolution of 0.02 nm. 
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Fig. 3. (a) Temperature scan of the cavity QD system using above-band (780 nm) excitation 
showing an anti-crossing around 27 K due to strong coupling. (b) Cavity spectrum at the strong 
coupling point using low power excitation, with a measured splitting of 0.09 nm between the 
polariton peaks. 

Devices were initially characterized using above-band (780 nm) excitation. Figure 2d 
shows the photoluminescence spectrum of the cavity when directly excited by the above-band 
pump. The spectrum shows a bright emission peak from the cavity mode at 920 nm, along 
with several nearby QDs. The QD we focus on in this work is labeled in the spectrum. By 
fitting the cavity to a Lorentzian function we determine the cavity Q to be 5800, which 
corresponds to a cavity decay rate of κ = 56 GHz. In order to tune the QD onto the cavity 
resonance the temperature of the device was tuned from 17 K to 35 K. The 
photoluminescence spectrum as a function of sample temperature is show in Fig. 3a. Near 27 
K, the QD becomes resonant with the cavity mode resulting in significant enhancement of the 
cavity emission as well as a clear anti-crossing behavior, indicating that the QD and cavity are 
in the strong coupling regime. The minimum separation between the two polariton modes of 
the strongly coupled system occurs at a temperature of 27K. The cavity spectrum at this 
temperature is plotted in Fig. 3b. This spectrum is fit to a double Lorentzian spectrum in order 
to calculate the vacuum Rabi splitting (VRS) which is given by 0.09 nm and corresponds to a 
frequency splitting of Δ = 31.5 GHz. From the vacuum Rabi splitting we calculate the QD-
cavity coupling strength g using the relation [7]: 

 2 22 ( ) 4,g       (1) 

where γ/2π = 0.1 GHz is the QD spontaneous emission rate [8]. From the above equation we 
determine that g = 21 GHz, which satisfies the strong coupling condition g>κ/4 for κ = 56 
GHz. 
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5. Weak field transmission and scattering measurements 

 

Fig. 4. (a) CCD image of the device under laser excitation showing radiation at the input and 
output gratings as well as the cavity region when the laser is tuned to the resonance of the 
cavity mode. An SEM of the typical device is also shown on the left for reference. (b) 
Photoluminescence spectrum of the cavity-QD system when the QD is detuned by 0.3 nm from 
the cavity mode. (c) Transmission measured at the same QD-cavity detuning condition as in (b) 
showing a dip corresponding to the cavity transmission. 

Having characterized the photoluminescence properties of the cavity, we next probe the 
strongly coupled cavity-QD system through the scattering spectrum of the cavity and 
transmission spectrum of the waveguide by injecting light into the waveguide through the 
input grating coupler. Upon irradiating the input grating with a focused light source a clear 
radiation was observed from both the cavity and the output coupler, as shown in Fig. 4a. This 
figure shows a CCD image of the device when the input coupler is excited by a narrowband 
laser source that is tuned to be resonant with the cavity, along with an SEM image of the 
fabricated structure as a reference. The scattered spot from the cavity and output coupler are 
indicated, and can be isolated by spatial filtering using a small aperture. 

We first considered the emission from the output coupler, which is proportional to the 
light intensity transmitted through the waveguide, when the QD is not coupled to the cavity. 
To decouple the two systems we set the sample temperature to 14K where the QD is detuned 
from the cavity by 0.3 nm. This detuning is larger than the cavity linewidth so the system 
behaves as a bare cavity evanescently coupled to a waveguide. A PL spectrum obtained using 
high power above-band excitation at this temperature is shown in Fig. 4b. At these pump 
powers all QDs saturate and enabling us to clearly isolate the cavity emission which is 
centered at a wavelength of 920.86 nm. 

Figure 4c shows the normalized transmission spectrum of the waveguide, observed by 
now focusing a broadband LED on the input coupler and collecting emission only from the 
output coupler using a small aperture. The spectrum of the transmitted light is measured using 
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the grating spectrometer. The transmission of the waveguide was found to significantly vary 
with wavelength due to the spectral response of the grating couplers as well as Fabry-Perot 
fringing effects caused by multiple reflections between the two couplers and the cavity. At the 
cavity resonance wavelength of 920.86 nm, we observe an anti-resonance in the transmission 
spectrum superimposed on the broader spectral response of the waveguide. This anti-
resonance is due to the evanescent coupling of the cavity mode to the waveguide. 

The transmitter power spectrum, denoted ST(ω), can be compared to the theoretically 
predicted value based on cavity input-output formalism [28], which is given by 

 
2

2 02 (1 )
( ) ( ) .

2
c

T
c

i r
S

i


  


  


 

 (2) 

Here, r0 = 2κ||/κ is the reflectivity of the bare cavity (no QD) on resonance where κ|| is the 
decay rate of the cavity into the forward and backward propagating modes of the waveguide, 

cc   where ω and ωc are the driving field frequency and cavity resonant frequency 

respectively, and ε(ω) is the amplitude of the incident driving field. In order to fit the data to 
the spectrum described in Eq. (2), we need to know the frequency dependence of the input 
field ε(ω), which is very difficult to characterize because it depends on the unknown spectral 
response of the gratings and Fabry-Perot fringing caused by multiple reflections. To attain an 
accurate measurement of this response we would need to remove the cavity-QD system and 
characterize the waveguide and grating couplers alone, something we cannot do. Instead, we 
perform a second order Taylor series expansion of the field given 

by      2210

2

cc ccc   . The coefficients c0, c1, and c2 are treated as 

fitting parameters to attain the best match to the experimental data. 
Using r0 and κ as additional fitting parameters, we fit the experimental transmission 

spectrum to Eq. (2). The best fit, shown as a solid line in Fig. 4c, is attained for r0 = 0.12 and κ 
= 56 GHz. From these parameters, we calculate κ|| to be 3.4 GHz corresponding to Q|| = 
95800. This high value for the planar Q suggests that we are operating in the undercoupled 
regime. The transmission of the waveguide on resonance is given by Tc(ωc) = (1- r0)

2 = 0.77, 
in close agreement with the theoretical value of 0.71 calculated from FDTD simulations as 
described in section 2. 

The sample temperature was next set to 27 K in order to tune the QD onto resonance with 
the cavity mode. The broadband diode was once again focused onto the input coupler, and 
Fig. 5a shows the spectrum from the light directly scattered out of plane by the cavity. This 
spectrum was obtained by spatially filtering emission scattered from the cavity region and 
measuring the spectrum using the grating spectrometer. The scattered power spectrum is 
plotted as a function of detuning between the incident field wavelength λ and the cavity 
resonant wavelength λc. Near the cavity resonance, significant enhancement of the scattered 
power is observed. However, instead of a single Lorentzian line, a doublet feature is observed 
in the cavity-radiated emission due to interaction with the strongly coupled QD. The central 
dip in the normalized scattering spectrum exhibits a peak-to-dip contrast of 49%, which is 
higher than the contrast of the photoluminescence spectrum at low excitation powers, 
measured to be 37%. This increased contrast is a manifestation of destructive interference 
between polariton modes [20]. 
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Fig. 5. (a) Scattering spectrum for QD-cavity system in the weak-field condition at 27 K. (b) 
Transmission spectrum of the cavity-QD system on resonance at 27 K. (c) Transmission 
measured as a function of temperature between 20- and 32K showing an anti-crossing between 
the anti-resonances corresponding to the two polaritons. 

The measured scattering spectrum can be compared to the theoretical predictions based on a 
two-level atomic system coupled to a single cavity. The scattering spectrum for such a system 
has been previously investigated in several works [20,29–31] under the approximation that the 
atomic system only undergoes decay, but does not experience dephasing. Such approximation 
is unrealistic for InAs QDs where the coherence time can be significantly shorter than the 
excited state lifetime [32]. In the presence of dephasing, it has been shown that one cannot 
simply replace the dipole decay rate, denoted γa, by the standard semi-classical expression γa = 
(γr + γnr)/2 + 1/T2 where γr is the radiative decay rate, γnr is the non-radiative decay rate, and T2 
is the coherence time [33]. The correct expression for the scattered power spectrum is given 
by ( )SS n  where κ is the out-of-plane cavity decay rate, η is the photon detection 

efficiency which accounts for the collection optics as well as detector quantum efficiency, and 
n is the cavity photon number given by [33]: 
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In the above equation γa is the previously defined semi-classical dipole decay rate, and 

 222 4/4   gnrr  is the modified QD decay rate where a c     and ωa 

is the QD resonant frequency. The term ρ21 is the off diagonal dipole term of the reduced 
density matrix for the QD which, in the weak field limit, is given by 
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where a a    , and  2//   ciig . We note that because  21 we 

have 
2n as expected in the weak excitation limit where the system is a linear scatterer 

and so the scattering rate should be proportional to the input photon flux. 
We fit the theoretical model given in Eq. (3) to the experimental data shown in Fig. 5a. 

The fitting parameters used were g, γa, δ, and 
2

0s   , which is the peak scattering rate 

with no QD. We also treat the spectrometer background level as an additional fitting 
parameter. The solid line plots the best fit curve to the data, which is attained for the 
parameter values g = 17 GHz, γa = 6.3 GHz, and δ = 3.7GHz. 

We next consider the transmission of the waveguide by collecting light at the output port, 
as shown in Fig. 5b. The transmitted spectrum exhibits an anti-resonant doublet feature, where 
the minima of the anti-resonances correspond to the peak values of the corresponding 
resonances in Fig. 5a. This doublet corresponds to mutual scattering from the two polariton 
modes of the cavity, and is the signature of strong coupling observed through the waveguide 
transmission. 

The experimental measurements for transmission can be compared to the theoretical 
values which can be also be calculated using cavity input-output formalism [28]. The input-

output relation for the cavity is given by aaout 2/)( 0 r  where ε is once again the 

coherent input driving field amplitude, aout is the bosonic flux operator for the transmitted 
field, a is the bosonic annihilation operator for the cavity mode, and, as before, r0 = 2κ||/κ is 
the reflectivity of the bare cavity (no QD) on resonance where κ|| is the decay rate of the 
cavity into the forward and backward propagating modes of the waveguide. The transmitted 

flux is given by   † 2 *
0 0( ) 2 Re / 2r A r n       out outa a , where aA and n is 

the cavity photon number given in Eq. (2). In the weak field limit we have [33] 
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We again note that in the weak field limit the transmitted power is proportional to |ε(ω)|2. As 
before, we perform a second order Taylor series expansion of the incident field power 

spectrum given by      2210

2

cc ccc   . The coefficients c0, c1, and c2 

are treated as fitting parameters to attain the best match to the experimental data. 
The fitting parameters used to compare experiment to theory are the expansion 

coefficients for the background, along with g, δ, γa, ωc, and r0. The solid line in Fig. 5b shows 
the best fit curve for the data, which is attained for g = 15.8 GHz, δ = 15.2 GHz, γa = 7.2 
GHz, and r0 = 0.12. These numbers are consistent with the fitting for the scattered field, and 
the previously determined parameters using the bare cavity transmission. We note that in the 
transmission measurement the QD was slightly detuned from the cavity mode, but this 
detuning was small compared to the cavity linewidth. 

In Fig. 5c, we show experimental data from a temperature tuning experiment in which the 
strongly coupled QD was tuned across the cavity resonance. Here, the transmission of the 
waveguide was recorded at each temperature using the broadband LED source at the input 
coupler. At each temperature two anti-resonances can be observed, which correspond to the 
two polariton modes of the cavity-QD system. As the QD is tuned across the cavity frequency 
a clear anti-crossing can once again be observed as was shown in Fig. 3a, but this time in the 
anti-resonances of the waveguide transmission. The minimum splitting between the two anti 
resonances, achieved at 27 K, is given by 0.1 nm which is consistent with values obtained 
from the cavity photoluminescence. 
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6. Waveguide transmission in the strong field limit 

The quantum-optical state of the cavity-QD system is strongly intensity dependent. In the 
weak excitation regime (Fig. 5), the QD predominantly occupies the ground state, and the 
laser scan in the cavity radiation and transmission measurements show the dressed polariton 
states. As the excitation power is increased, the exciton becomes saturated and decouples from 
the cavity. In this limit the power spectrum of the scattered and transmitted fields are expected 
to approach those of the bare cavity mode. 

To perform high power measurements, we measure the cavity spectrum using a tunable 
narrowband external cavity laser diode. This excitation source can inject high field intensity 
into a narrow spectral bandwidth in order to strongly excite the QD. The cavity spectrum is 
obtained by pumping the input coupler and sweeping the laser diode frequency. At each 
frequency the amount of scattered light is recorded. Figure 6a shows a result of a wavelength 
sweep for several different excitation powers (5 μW, 60 μW and 90 μW from bottom to top) 
where we collect the scatter directly from the cavity. At a low pump power of 5 μW the 
spectrum is nearly identical to the low power spectrum attained by the broadband LED, shown 
in Fig. 5a. As the pump power is increased to 60 μW the contrast of the central dip is reduced, 
while at an even higher pump power of 100 μW the central dip is almost completely absent 
from the spectrum. 

A similar behavior can be observed in the waveguide transmission. Figure 6b and 6c plot 
the light intensity scattered from the output coupler for two different laser powers. Panel b 
plots the low power spectrum when the pump is set to 5 μW, while panel c plots the high 
power spectrum taken with a pump power of 125 μW. Once again, at low powers the 
transmission exhibits two anti-resonances corresponding to the two polaritons. The data is 
plotted along with the theoretical fit attained by setting g = 15.8 GHz and γa = 7.2 GHz, the 
values obtained by fitting the data in Fig. 5c, while leaving the remaining fitting parameters 
free. At high power a single resonance corresponding to the cavity mode is observed due to 
QD saturation. The high power data is also plotted along with the fit to Eq. (2), where best fit 
value for r0 is found to be 0.1, consistent with the values obtained from the data in Fig. 4c. 
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Fig. 6. (a) Cavity emission for increasing excitation powers of the input laser with incident 
powers, from top to bottom, of 100 μW, 60 μW, and 5 μW. (b) Waveguide transmission 
measurement at 5 μW. (c) Waveguide transmission at 125 μW. In (b) and (c) fitting curves are 
shown using solid lines, while the experimental data is shown using circles. 

7. Conclusion 

In conclusion, we have successfully demonstrated a fully integrated cavity waveguide system 
where the cavity mode is strongly coupled to a QD. The quantum state of the system is 
measured using a transmission setup where both input and collection occur away from the 
cavity region. A 24% reduction in waveguide transmission was observed on cavity resonance 
due to evanescent interaction between the waveguide and cavity modes. Strong coupling was 
observed through modification of the transmission of the waveguide resulting in a double anti-
resonance at the locations of the two polariton energies. The waveguide transmission was also 
found to be extremely intensity dependent as expected due to saturation of the QD absorption. 
Improved devices with better contrast could be attained by using designs that achieve better 
overlap between the cavity and waveguide mode [34]. These results represent an important 
step towards complex integrated planar devices where interactions between multiple cavity-
QD systems can be achieved using optical channels. 

Acknowledgements 

The authors acknowledge support from the ARO MURI on hybrid quantum interactions (grant 
number W911NF09104), the physics frontier center at the Joint Quantum Institute, and the 
ONR Applied Electromagnetic Center. E. Waks acknowledges support from an NSF 
CAREER award (grant number ECCS – 0846494). R. Bose and D. Sridharan contributed 
equally to this work. 

 

#141797 - $15.00 USD Received 27 Jan 2011; accepted 27 Feb 2011; published 8 Mar 2011
(C) 2011 OSA 14 March 2011 / Vol. 19,  No. 6 / OPTICS EXPRESS  5409


